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Overview
' . Drive MP200
Configuration
Pump head YZ15
Model MP200-YZ15
Tubing 144 19# 16# 25# 17#
Flow rate 0.247-560ml/min
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(Specifications )
Model MP200-YZ15
Speed 1~200rpm
Speed accuracy rate | Trpm
Flow rate 0.247~560ml/min
Adjustment By button
Drive mode Brushless motor, servo drive
Display 3—digit LED numerical display
External control RS485 (Modbus RTU, Baud rate9600 )
Power supply ACT10V/220V(+10%) , 50/60Hz

Power consumption <50W

Working environment| Temperature 0-40°C, humidity<80%

IP IP54
Dimension 180mmx212mmx258.5mm
Weight 3.8kg
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(External Control Connector )

1 |+5V 9 | A (RS485)
2 | GND (Earth wire) 10| B (RS485)
@ . @ @ ‘ ‘ @ . 3 | F/R (Rotation direction control) |11 | REM (level control signal input)
4 | +12v 12| S/S (Pulse control signal input )
. . . . . . ‘ 5 | lin (4mA ~20mA corrent control) |13 | NC
6 |NC 14| NC
7 |NC 15| NC
8 |NC

( Connection Between Multiple Pumps )

1# 2# cee
Pump Pump
A B A B A B
L A
S e l— B

The figure above shows, Use pin 9(A port) and 10(B port)
to connect to the external control device

(1<N<16)
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(YZ]S Structure)

7 | Chassis 1 PC
6 | Upper slide block 1
5 | Tubing gripper 2
4 | Tapping screws 2 M4*13
3 | Roller assemblies 1 SUS304
2 | Gripper assemblies 2
1 | Front cover 1 PC
ITEM | PART NAME QUANTITY | MATERIAL | SPECIFICATION
( Flow Rate Curve )
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(Tube Loading)

Changzhou PreFluid Technology Co.,Ltd PreFluid Technology USA Inc
NO.21-1,Hengshan Road,Changzhou,Jiangsu,China, 213002 1250 N.Lakeview Avenue, Suite F,Anaheim,CA,92807
TEL : 400-111-0186 +86-519-85068960 TEL : 1(213)-610-3513/626-235-6367

FAX : +86-519-85133860 E-mail:pump@prefluid.com E-mail:sales@prefluidusa.com info@prefluidusa.com
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